
ZKAM20
EAS System

Acousto-magnetic Technology

Application

Features

High Sensitivity Alarm LightSoftware Control Low Power Consumption Alarm Volume

· Reliable and flexible
· Adopts Digital Signal Processing (DSP) technology to enhance accuracy
· Effective solutions for multi aisle scenario
· Software based anti-interference tuning and adjustment
· Stable structure ensures long-lasting durability
· Energy efficient



Specifications

Detection Distance

Model ZKAM20

Detection Range 0.9m to 2.2m (Depend on tag)

Power AC110 ~ 220 V, 50 ~ 60 hz

Rated Power 10 W

Center Frequency 58 Khz

Working Mode TX + RX or  MONO

Main Material ABS Plastic

Dimensions 1550  *410 * 140 (mm)

Dimensions with Packaging 1570 * 470 * 230(mm)

Net Weight 10.2 Kg / ctn

Weight With Packaging 12 Kg / ctn

Packing Unit 2 pcs / ctn

Certification(s) CE, FCC, RoHS

Consumable
Deactivator

Electronic Tag

EAS-D886:
AM Deactivator

EAS-CDR:
AM Soft Tag

EAS-D01:
Normal Detacher 
4500GS

EAS-D10N:
Universal Detacher 
10000GS

EAS-H30:
Small Pencil

EAS-301:
Spider Tag

EAS-H32C:
Big Flat Pencil

EAS-H14A:
Tag with Lanyard

Soft Tag 0.7-0.8m

Hard Tag 0.8-1.2m

Soft Tag 0.7-0.8m

Hard Tag 0.8-1.2m

Soft Tag 1.4-1.6m

Hard Tag 1.6-2.2m

Soft Tag 1.4-1.6m

Hard Tag 1.6-2.2m

Slave SlaveMaster
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